
REPORT SUSPECTED ILLICIT DISCHARGES BEST MANAGEMENT 
PRACTICES (BMPs) 

FOR 
CONSTRUCTION 

AND POST-
CONSTRUCTION 

Harbors Environmental Hotline: 808-587-1962

Harbors Construction Section: 808-587-1866

Harbor Traffic Control (24/7): 808-587-2076

Hawaii Department of Health, 
Clean Water Branch:

808-586-4309

Department of Transportation
Harbors Division

Review HDOT-Harbors Division Construction Site Runoff 
Control Program Manual and the Post-Construction 
Stormwater Management Manual for more 
information on BMPs and required procedures and 
process at: 
http://www.hidot.hawaii.gov/harbors/malamaikeawakai

POST-CONSTRUCTION BMPs ARE:
• Practices or control measures used to 

mitigate stormwater impacts following the 
completion of construction

• Low impact development (LID) site design
• Source control
• Treatment control

MAILING ADDRESS
Hawaii Department of Transportation, Harbors Division

Hale Awa Ku Moku Building
79 South Nimitz Highway

Honolulu, Hawaii 96813-4898

CONSTRUCTION BMPs ARE:
• Schedules of activities
• Prohibition of practices
• Maintenance procedures
• Other management procedures

BEST MANAGEMENT PRACTICES



EROSION CONTROL:
• Preserve existing vegetation
• Geotextiles and mats
• Slope drains

A qualified inspector will conduct BMP inspections at 
the regulated project site to ensure BMPs are properly 
implemented. There are many different types of BMPs 
including, but not limited to the following: 

POST-CONSTRUCTION BMPs

Direct pavement runoff towards vegetated or 
landscaped areas (e.g., swales), if possible.

LOW IMPACT DEVELOPMENT:
• Conserve natural areas, soils, and vegetation
• Minimize disturbances to natural drainages
• Minimize soil compaction
• Minimize impervious surfaces
• Direct runoff to landscaped areas

SEDIMENT CONTROL:
• Silt fence
• Storm drain inlet protection
• Sediment trap
• Sediment basin

WIND EROSION CONTROL:
• Dust control

TRACKING:
• Stabilize and maintain ingress and egress

GOOD HOUSEKEEPING:
• Material management
• Waste management
• Stockpile management
• Vehicle and equipment management
• Paving and grinding operations
• Concrete washout waste management

Properly covered and contained stockpile.

Concrete washout containment.

CONSTRUCTION BMPs

SOURCE CONTROL:
• Conduct operations indoors or under cover 

if possible to prevent contact with 
stormwater runoff

• Landscaped areas
• Storm drain inlet signs

TREATMENT CONTROL:
• Infiltration basin or infiltration trench
• Manufactured treatment device
• Dry well
• Bioretention Basin
• Permeable pavement
• Green roof
• Swale

All new development and redevelopment projects 
should consider applying post-construction BMPs 
during the planning and design phase of the project. 
Post-construction BMPs include:
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